
Magnetno stikalo

ZNAČILNOSTI

! Vgrajen indikator LED

TEHNIČNI PODATKI

SHEMA PRIKLOPA

Tip senzorja..........................................
Funkcija senzorja.................................
Izhodni signal.......................................
Delovna napetost.................................
Preklopni tok........................................
Moč......................................................
Padec napetosti...................................
Lastna poraba......................................
Poraba v mirovanju..............................
Delovna frekvenca...............................
Min. moč magneta...............................
Delovno območje.................................
Vibracije...............................................
Razred zaščite.....................................
Zaščita.................................................
LED indikator.......................................
Kabel...................................................

Elektronski senzor magnetnega polja
NO / NC
PNP
5 - 30 V DC
200 mA max
6 W max
0,5 V / 200 mA max
6 mA  /  24 V DC max
0,01 mA max
1000 Hz
65 Gauss 
-10 do +70°C
50 G / 9 G
IP 67
Zaščita proti kratkemu stiku in obrnjenI polaritetI
Zelena
Ø2,8 mm, zunanja izolacija iz polyuretana

VGRADNE MERE

PRIMER NAROČANJA

SMO-40-TP-K-NO/NC
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NAPAJANJE

SMO-40-TP-K-NO/NC

OPOZORILO:PRIDRŽUJEMO SI PRAVICO DO SPREMEMB BREZ PREHODNE NAJAVE

12259 - SMO-40-TP-K-NO

109125 - SMO-40-TP-K-NC
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ADVANTAGES

! Onboard LED indicator

SPECIFICATION

SHEMATIC

Sensor Type.........................................
Switching Logic....................................
Output...........l.......................................
Operating Voltage................................
Switching Current................................
Power Rating........................................
Voltage Drop........................................
Current Consumption...........................
Leakage Current..................................
Operating Frequency............................
Magnet Requirement............................
Temperature Range.............................
Shock / Vibration..................................
Enclosure Classification.......................
Protection Circuit..................................
LED indicator........................................
Cable....................................................

GMR sensor
NO / NC
PNP
5 - 30 V DC
200 mA max
6 W max
0.5 V / 200 mA max
6 mA  /  24 V DC max
0.01 mA max
1000 Hz
65 Gauss 
-10 do +70°C
50 G / 9 G
IP 67
Short-circuit, Power Source Reverse polarity
Green
Ø2.8 mm, PUR

DIMENSION

HOW TO ORDER

SMO-40-TP-K-NO/NC

SMO-40-TP-K-NO/NC

WARNING: SUBJECT TO CHANGE WITHOUT NOTICE

12259 - SMO-40-TP-K-NO

109125 - SMO-40-TP-K-NC

6 2,8

4
,5

Sensing point
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Magnet sensor


	1: SLO
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